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engineered into the system.  Additionally, the permit
writer may specify design and operating conditions
considered appropriate for the technology and site,
to ensure that the unit will not impact any environ-
mental media.

3.2 Other Requirements
Appropriate for Subpart X Units

3.2.1 Subpart I - Containers

Subpart I addresses the use and management of
containers, and portable devices in which material is
stored, transported, treated, disposed of, or other-
wise handled.  Portable, fabricated devices used for
OB operations or operations at shredders or
crushers may be similar to containers.  Therefore,
certain requirements of subpart I  may be applicable
to these devices.  The necessity for secondary
containment (40 CFR §264.175(c)) also should be
evaluated, especially if the wastes treated in the unit
contain liquids.

3.2.2 Subpart J - Tanks

Subpart J establishes requirements for tank systems.
Certain types of miscellaneous units may resemble
tanks, such as certain OB units or units performing
physical handling operations such as drum shredders
or crushers.

Tank-like devices designed for OB operations may
require lining with refractory materials to insulate the
metal walls of the tank from the extreme heat that
may be generated during operation of the unit.  The
aboveground portions of the units should be in-
spected daily.  If a tank-like unit is closed with
wastes in place, the post-closure care must be
performed as for a landfill (40 CFR §264.197).
Assessment of the integrity of a unit that resembles a
tank (40 CFR §264.191) can be addressed ad-
equately by conducting inspections on a regular
schedule (either daily, weekly, or monthly depending
on the frequency of use).


